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LOW CYCLE FATIGUE OF NOTCHED SPECIMENS BY CONSIDERATION 
OF CRACK INITIATION AND PROPAGATION* 
by S. S. Manson and M. H. Hirschberg 
Lewis Research Center 
SUMMARY 
An approximate analysis has been developed whereby the number of cycles required 
to start  an ' ' engineering size' ' crack and the number of cycles required to propagate this 
crack to failure could be estimated for a notched specimen from a knowledge of the fa- 
tigue behavior of unnotched specimens. Cracks are assumed to occur at the root of a 
notch in a number of cycles which depend only on the localized surface strain. Propaga- 
tion of the crack, once initiated, is assumed to proceed in a manner similar to that in an 
unnotched specimen. Reasonably good predictions of crack initiation, propagation, and 
total life were obtained for annealed 4340 steel and 7075 T6 aluminum notched specimens 
with elastic s t ress  concentration factors of 2 and 3. 
INTRODUCTION 
The fatigue life of any structure or specimen having a discontinuity or notch may be 
considered to be composed of three separate stages. The stages are  (1) the initiation of 
a crack at the root of the notch, which is dependent on the local stress and strain at the 
notch root, (2) the propagation of the crack through the material, and finally (3) the frac- 
ture of the structure or  specimen that occurs when the remaining cross-sectional area 
together with the localized stress concentration at the tip of the fatigue crack cannot sus-  
tain the applied load. Unless these three stages are separated and individually evaluated, 
the influence of the various testing variables becomes vague. 
neering viewpoint is that of crack initiation. Although many fundamental studies have 
The stage of the fatigue process that has received the least attention from an engi- 
An expanded version of the paper presented at the International Conference on Frat- * 
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been made by several investigators such as Forsythe (ref. l), Wood (ref. 2), and numer- 
ous others (ref. 3), the engineering significance of microcracks observed under high 
magnification early in the fatigue life of specimens by these investigators is not clear. It 
has been suggested (e. g., refs. 4 and 5) that the fatigue process be divided into two 
stages, crack initiation and crack propagation. No definite criterion, however, has been 
suggested to establish when a fatigue crack is of sufficient size to demarcate separation 
between crack initiation and propagation from an engineering point of view. One of the 
present authors in a recent report (ref. 6) has suggested a simple formula for estimating 
the number of cycles required to initiate a crack in an unnotched 1/4-inch diameter speci- 
men. While this proposal has not yet received adequate engineering evaluation and 
further studies a r e  obviously required before it can be accepted, it does provide a definite 
formulation for the number of cycles required to produce a crack of "engineering size. I' 
For this reason it can be useful in the fatigue notch problem investigated in this report. 
In order to predict when fatigue crack initiation will occur, the local strain at the 
notch root must be determined first. The strain analysis at the root of a notch is ex- 
tremely complicated and even in the elastic range has been determined only approxi- 
mately; however, within the limits of experimental accuracy, the s t resses  and strains in 
the elastic range can be determined by classical methods (refs. 7 and 8). Relatively 
little work has been done to establish the stress and strain distribution in the plastic 
range. Two interesting proposals have been made, one by Stowell as modified by 
Hardrath and Ohman (ref. 9) and the other by Neuber (ref. 10). These methods provide 
approximations whereby the s t resses  and strains at the root of a notch may be determined 
from the knowledge of the elastic stress-concentration factor and the s t ress  -strain curve 
of the material. While their validity has not been extensively evaluated experimentally 
for either monotonic o r  cyclic loading, both of these methods provide a simple means 
whereby this aspect of the fatigue problem can be made tGactable. 
these studies have dealt with cracks in thin sheets under loads pulsating from zero to a 
maximum value. Many fatigue specimens, however, are not of this configuration. For 
example, the most extensively investigated configuration for low cycle fatigue is an 
hourglass-shaped specimen of circular cross section having a minimum diameter of ap- 
proximately 1/4 inch. Boettner, Laird, and McEvily (ref. 11) have made a limited study 
of crack propagation in this type of specimen. Their results, and the relation of these 
results to the present study, are presented in reference 12. 
This report presents the results of an exploratory study developed to permit a simple 
analysis of the fatigue process in hourglass specimens with simple machined notches sub- 
jected to uniaxial reversed loading. The study is limited to and presents preliminary re- 
sults for the estimation of crack initiation and propagation to failure for two materials, 
annealed 4340 steel and 7075 T6 aluminum. The investigation was conducted to deter- 
Crack propagation has been studied rather extensively in recent years. Most of 
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mine the degree of validity that could be expected when highly simplified assumptions 
were made with regard to three major facets of the fatigue problem of notch specimens: 
(a) the determination of the strain at the root of the notch, (b) the number of cycles re- 
quired to develop a crack of engineering size, and (c) the number of cycles required to 
propagate the crack of engineering size to complete fracture. 
ANALYTICAL METHOD 
The method used in analyzing the notched specimens of this investigation is shown 
schematically in figure 1. The total longitudinal strain range AE is plotted against the 
number of cycles to produce either initial cracking for the two different crack depths in- 
or final failure Nf. The failure curve GH represents the fa- dicated No ,B  and N 
tigue characteristics of the material based on uniaxial push-pull loading of smooth 1/4- 
inch-diameter hourglass-shaped specimens, determined either experimentally or by ana- 
lytical prediction according to the method of reference 6 (modified in ref. 12). The curves 
EF and E'F' represent the cycles to initiate cracks of 0.003-inch depth and 0.013-inch 
depth, respectively. The number of cycles to propagate these cracks to failure at a con- 
stant strain range would then be represented by the horizontal distance between the initia- 
tion curves and the failure curve. Both initiation and propagation a r e  assumed to be re- 
lated to failure by the following equations (appendix A). 
0, c 
For a 0.003 -inch-deep crack 
0.443 N, 
--- Initiation for crack 0.003 in. deep, No, 
Initiation for crack 0.013 in. deep, NO, 
Failure, Nr 
1 ANB = 
L 
.E . I  






Initiation LtNB7 N No, cy-J , 
3 101 102 103 io4 id io6 
Cycles, N 
Figure 1. -Total fatigue life as sum of initiation and propagation 
components for specimen with a notch 0.010 inch deep. 
For a 0.013-inch-deep crack 
0.286 N, 
I ANC = 
No, = Nf - ANC 
Suppose a specimen with a ma- 
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chined notch of 0.010-inch depth is strain cycled so that the nominal longitudinal strain 
range is A€ 1. If the strain concentration factor is KE, the localized strain range at the 
root of the notch is then KE A€ It will be assumed that the crack will be initiated 
in a number of cycles dependent only on the localized strain range at the root of the notch. 
Thus, for  a strain range Ac2, the number of cycles to initiate the crack of 0.003-inch 
depth will be AB, designated No, B. 
of the notch, it will be assumed to propagate in a manner similar to that which would have 
occurred if the crack of corresponding size were propagating in an initially smooth 
specimen (absence of a notch). Thus, once the crack has begun and grown in a notch to a 
sufficient depth such that the strain field at the crack tip is no longer significantly affected 
by the initial notch geometry, the number of cycles to failure will be approximately the 
same as that to propagate a crack to failure in a smooth specimen at the strain range 
A ~ E  1. However, if a smooth specimen had been brought to the point of crack propagation 
as in the notched specimen with a crack depth of 0.003 inch below the root of the notch, 
the total crack length of the smooth specimen would be 0.013 inch, which is equivalent to 
adding the 0.010-inch notch depth to the 0.003-inch crack. Thus, in changing over to a 
consideration of the further crack propagation of the 0.003-inch crack, the segment CD 
is referred to in figure 1, where the strain range has been reduced to the nominal strain 
range A e l ,  but where the point C is taken at the point on the curve for the smooth speci- 
men at which the crack has achieved a 0.013-inch depth. The number of cycles repre- 
sented by CD is designated ANC. The total life of the notched specimen considered, 
therefore, is the sum AB and CD. The total life of a smooth specimen subjected to the 
same nominal strain range would have been A'D; the notch therefore has the effect 
of reducing the life of the smooth specimen by the number of cycles associated with the 
line B'C. 
Although equations (1) are essentially the same as given in reference 12, the form 
has been changed. For this reason, a review of the assumptions and derivations is in- 
cluded in appendix A of this report. 
Strictly speaking, a transfer period between the crack initiation phase AB and the 
crack propagation phase CD must be considered. This compromise is accomplished in  
the present analysis by defining N not as the number of cycles to form a microcrack, 
but rather as the number of cycles to form an engineering-size crack of 0.003-inch depth 
according to equation (lb). While it is recognized that the simplification assumed here 
may be highly questionable, the results associated with the assumption will  be compared 
with the experiments to ascertain i t s  validity. 
Examination of figure 1 reveals at once a limitation to the concept outlined for a ma- 
terial that displays a distinct knee in the fatigue curve. If such a material is cycled at a 
nominal strain range below the knee, the crack propagation period CD becomes indeter- 
= Ae2. 
Once the crack has penetrated to a depth of 0.003 inch below the surface of the root 
0, B 
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minate because it lies below the range where the initiation and propagation curves are 
defined, It is well known, however, that once a crack is started at the root of a stress 
concentration, this crack can propagate at a nominal applied strain range below the 
fatigue limit of a smooth specimen. A modification of the procedure is required for 
treatment of this case, but this modification is considered beyond the scope of the 
present report. 
The data (ref. 12) used to arrive at equations (1) were obtained from materials that 
had reductions in area greater than 30 percent and that were sufficiently notch-ductile to 
permit appreciable crack-growth stages. For very low ductility or highly notch-sensitive 
material, such that the critical crack depth for fracture hardly exceeds the initial notch 
depth, equations (1) would not be valid since crack growth could not take place, and 
therefore, crack initiation and failure would occur at approximately the same number of 
cycles. Modifications to the proposed method to permit the prediction of the notch fa- 
tigue life of notch brittle materials are discussed in reference 12. The method outlined 
in this report should therefore be limited to the prediction of the notch fatigue life of ma- 
terials sufficiently notch-insensitive to exhibit reasonable crack -growth stages. 
EXPERIMENTAL PROCEDURE 
The procedure and equipment used for this investigation were essentially the same as 
those used previously by the authors in evaluating the fatigue behavior of smooth speci- 
mens and are  described in detail in reference 13. Additional equipment was required to 
observe the initiation of cracks at roots of notches during testing. A modification was 
also made to the method of strain cycling since the dilatometers described in reference 13 
would have interfered with the visual observation of the notches. 
Method of Strain Cycling 
The procedure used to strain cycle smooth specimens was  to maintain a constant dia- 
metral strain range by altering the applied stress range as necessary during the test. Ma- 
terials that strain harden under cyclic loading require a progressive increase in stress 
range while cyclic strain softening materials require a progressive decrease in s t r e s s  
range. 
range necessary to maintain a constant diametral strain range as a function of the number 
of cycles. The diametral strain range is used only in running the tests, while the compu- 
ted longitudinal strain range is used in all the analyses. A more complete description of 
this procedure and sample curves of stress range against cycles for various materials 
are reported in reference 13. 
For each smooth (unnotched) specimen tested a record was kept of the stress 
In order to strain cycle notched specimens without the aid of dilatometers, use was 
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made of the data of stress range against cycles previ- 
ously obtained from smooth specimens. The stress 
range against cycle history that had been obtained by 
strain cycling the smooth specimen was duplicated in 
the notched specimen. The nominal strain range in 
the notched specimen was then assumed equal to that of 
the smooth specimen that produced the loading history 
being followed. 
Method of Detecting Crack In i t ia t ion  
Figure 2. - Test setup for measurement of cracks 
at root of notched fatigue specimens. The optical system used for the detection of cracks 
is shown in figure 2. Two microscopes (A) with continuously variable (zoom) magnifica- 
tion ranging from 7 to 30 were mounted on opposite ends of extension a rms  (B) in such a 
way that the centerlines of the microscopes and the two notches on the specimen (C) 
coincided. The microscopes were independently focused from knobs (D), and the notch 
roots could be examined from any angle by simply rotating the whole assembly about the 
lower loading rod (E). The notch configurations used will be described in the next sec- 
tion. 
Crack initiation was defined as the number of cycles required to produce a crack of 
engineering size, which was the crack length associated with the previously discussed 
compromise. Once a detectable crack was  developed at the root of a notch, its surface 
length increased to approximately 0.01 inch within a negligible percentage of the total 
crack propagation stage. Therefore, the point of initiation was taken at a surface crack 
length ranging from 0.006 to 0.010 inch, which was  found experimentally to be a crack 
approximately 0.003 inch deep. 
DETERMINATION OF LOCAL STRAIN AT NOTCH ROOT 
In order to obtain the number of cycles for crack initiation from equations (la) and (b), 
it is first necessary to estimate the strain concentration at the notch root. As already 
indicated, the process is complicated by plasticity, and no general solution has as yet 
been found. Several simplified approaches are available, however, that for the present 
will be assumed adequate for the treatment of this problem. It will be seen in the section 
COMPUTATION OF TOTAL LIFE that a high degree of accuracy in this phase of the 
analysis is not essential because only the crack initiation period is influenced by the re- 
sults of the computation, and in many cases involving notched specimens, this initial 
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Figure 3. - Test section of notched 
fatigue specimen. 
Figure 3 shows the notch configurations that were 
used for experimental purposes in this investigation. 
The specimen used had a conventional circular hourglass 
shape with a minimum diameter of 1/4 inch. Slot notches 
were  machined into the specimens as shown in the figure. 
Two geometries were  used having radii of 0.008 and 
0.025 inch for which the elastic stress-concentration fac- 
tors  Ke were 3 and 2, respectively. The computations 
to determine Ke were made by two methods. In the 
first, the assumption was made that the notch was ma- 
chined entirely around the specimen, thus producing a 
configuration as treated by Peterson (ref. 8). In the sec- 
ond method of computation, the assumption was made 
that the specimen was  square and that the notches were 
machined across only two of the opposite faces having the 
same notch dimensions as those given in figure 3. This 
configuration is also treated by Peterson in reference 8 .  
Both methods of determining Ke agreed sufficiently to 
conclude that the theoretical stress-concentration factors 
were approximately 3 and 2 as shown in the table in fig- 
ure  3. These approximate values of Ke were  used in 
designing the specimens. The analysis to follow uses 
measured values of fatigue notch factors in place of ap- 
proximate stress-concentration factors. 
The fatigue notch factors Kf were determined experimentally by dividing the stress 
which resulted in failure of a smooth specimen in 10 cycles by that which resulted in the 
same life in the notched specimen. Approximately the same fatigue notch factors would 
5 have been obtained by using stress ratios at other values of high lives greater than 10 cy- 
cles. The measured values based on a life of 10 cycles a r e  tabulated in figure 3. For 
the elastic stress-concentration factor Ke of 3 both 7075 T6 aluminum and annealed 
4340 steel produced fatigue notch factors of 2.9. For the elastic stress-concentration 
factor of 2, the annealed 4340 steel produced a notch fatigue factor of 2, while the 7075 T6 
aluminum gave a notch fatigue factor of 1.7 .  
The elastic stress-concentration factors shown in figure 3 are valid when the strain 
at the root of the notch is very near or  below the elastic limit. When larger strains are 
imposed, resulting in plasticity at the root of the notch, the stress and strain concentra- 
tion factors cannot be determined according to the elastic analysis of Peterson (ref. 8 ) .  
Two alternative methods, one based on an equation derived by Stowell (ref. 9) and the 




to determine the strain-concentration factor K, in terms of the stress-concentration 
factor KO and either the elastic stress-concentration factor Ke or  the fatigue notch 
factor Kf. In this investigation, since the fatigue notch factor was  experimentally deter- 
mined, it was used in the analysis. When this factor is not available, the analysis de- 
scribed in the following paragraphs may be conducted with estimated values of Kf or  
with Ke replacing Kf. 
by Hardrath and Ohman (ref. 9): 
The first method is based on a proposal of Stowell modified to a more general form 
K , = l + ( K f - l ) -  
Equation (2) gives the stress-concentration factor KO in te rms  of the fatigue notch fac- 
tor Kf and two quantities E l  and E2. These quantities are secant moduli on the 
stress-strain curve of the material (fig. 4). The term E l  refers  to the secant modulus 
at point 1 on the curve, where point 1 represents the nominal condition in the c ross  sec- 
tion of the notched specimen. For purposes of illustration, El  was  chosen to be on the 
elastic portion of the stress-strain curve, but it could also be in the region of plasticity. 
The secant modulus at point 2, Ea, represents the true condition at the root of the notch 
when the actual stress and strain concentrations that develop as a result of notch geome- 
t ry  are taken into account. The location of point 1 is known; hence, El is known. The 
value of the fatigue notch factor Kf is also assumed to be known. Equation (2) can be 
solved iteratively for K, and E2 from a knowledge of the stress-strain curve (refs. 14 
and 15); however, it is possible to derive a graphical procedure that eliminates the need 
for  a trial-and-error solution. Equation (2) may be rewritten by using the definitions of 






Figure 4. - Schematic stress-strain curve to illus- 
trate terminology in equation (2). 
E l = -  O l  
€1 
and 




Then, by substitution of equations (3) and (4) into 
equation (2), 
O 2 h  
E 2/E 1 
K, = 1 + (Kf - 1) - (5) 
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or 
KO= I +  (Kf - 1)- 
K, 
Finally, 
Kg = K, 
K, - Kf + 1 
Equation (7) relates the stress-concentration factor at the root of the notch to the strain- 
concentration factor and to the fatigue notch factor. An auxiliary diagram (fig. 5) can be 
used in the solution of this equation. The solid lines in figure 5 are representations of 
KG plotted against KE f o r  selected values of Kf according to equation (7). The solid 
diagonal line is the elastic line where Kc = K, = Kf. Since K, = (e2/, 1) and 
K = (a /a ), a curve can also be plotted in figure 5, which is derived from the stress- 
strain curve of the material. The dot-dash line in figure 5 is obtained by dividing the 
values of stress and strain at a number of selected values of point 2 (a2 and e2) by the 
known nominal values of stress and strain at point 1 (al and el) and by plotting the re- 
sulting stress ratio against the strain ratio. The intersection of this normalized stress- 
strain curve with the curves for  the appropriate fatigue notch factor constitutes the solu- 
tion of equation (7). The intersections for I(f = 2 and Kf = 3 a r e  shown as points A 
and B, respectively, in figure 5. 
a 2 1  
6r 




Strain ratio, K, = 2 
1 
Figure 5. - Graphical determination of stress and strain concentration 
factors. 
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An alternative approach is based on a suggestion of Neuber (ref. 10). In his investi- 
gation, Neuber considered the case of a specimen subjected to shear and concluded that, 
as the stress-concentration factor is reduced by plasticity at the root of a discontinuity, 
the strain-concentration factor is increased, so that the product of stress and strain con- 
centration factors remains approximately constant. Since initially the condition is com - 
pletely elastic, both the stress and strain concentration factors are equal to Kf;  there- 
2 fore, the product must remain Kf . Thus, 
2 KuKE = Kf 
The solution of equation (8) in association with the actual stress-strain curve of the 
material can also be facilitated by the plot shown in figure 5. Here the dotted curves 
represent the hyperbolas required by plots of KO against KE according to equation (8). 
Again, the dot-dash curve is the relation between Ku and KE for the test material nor- 
malized to the nominal conditions in the test section. 
curves and the dot-dash curve constitutes the solution of equation (8). For illustrative 
purposes they are shown in figure 5 as points A' and B' for Kf values of 2 and 3, re- 
spectively. 
While neither Neuber (ref. 10) nor Stowell-Hardrath-Ohman (ref. 9) proposed the 
use of their respective relations for computations under cyclic loading, it seems reason- 
able to suppose that their methods could be applied by using the cyclic stress-strain 
curve (ref. 6) in the analysis rather than the stress-strain curve obtained under mono- 
tonic loading. The cyclic stress-strain curves for the two materials tested and analyzed 
in the present investigation a r e  shown in figure 6. 
The intersection of the dotted 
Total strain range, As, percent 
(a) 7075 T6 aluminum. (b) Annealed AIS1 4340 steel. 
Figure 6. - Cyclic stress-strain behavior for reversed axial strain cyrling. 
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Figure 7 shows the two nominal stress- 
concentration factors used and the results 
of computations by equations (7) and (8) to 
determine the strain-concentration factor 
K, at the root of the notch for each of the 
two materials. Figure 7(a) shows the re- 
sults for 7075 T6 aluminum; figure 7(b), 
the results for annealed 4340 steel. For 
nominal strains below the elastic limit both 
methods obviously produce the same results 
equal to the fatigue notch factors. As  the 
nominal strain across  the section is in- 
creased, the strain-concentration factor 
becomes greater than the elastic stress 
concentration factor. The two methods do 
not completely agree regarding the deter- 
mination of the strain-concentration factor; however, as already noted, the results of the 
life computations were not significantly altered by these differences. An example of the 
method of determining the strain-concentration factor is given in appendix B. 
Strain concentration factor, K, 
(a) 7075 T6 aluminum. (b) Annealed AIS1 4340 steel. 
Figure 7. - Variation of strain concentration factor at root 
of notch as function of nominal applied strain range. 
COMPUTATION OF CRACK INITIATION 
As discussed in reference 6 and modified in reference 12, the number of cycles at 
which a crack of engineering size (approx. 0.003 in. deep) develops in the notched speci- 
mens of this investigation is given approximately by equation (lb). For the two materials 
that were tested in the present investigation, no direct observations were made on the 
smooth specimens to determine the number of cycles required to initiate an engineering 
size crack. Therefore, for  purposes of analysis, the number of cycles to produce and 
propagate a crack was computed from equations (lb) and (c) by using the observed number 
of cycles to failure Nf. Figures 8 and 9 show the results of the computations for the two 
materials. In each plot, the solid line represents the experimentally determined life of 
unnotched specimens as a function of strain range. The dotted curve represents the cal- 
culated number of cycles to initiate a crack of 0.003-inch depth. The dot-dashed curve 
represents the calculated number of cycles required to propagate a crack from a 0.013- 
inch depth to failure. 
The number of cycles required to initiate a crack in the presence of the s t ress  con- 
centration can now be determined by using the strain-concentration factors from figure 7 
11 
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Figure 9. - Initiation, propagation, and failure curves for 
annealed AIS1 4340 steel. 
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and the value of the applied nominal strain range. Multiplying the applied nominal strain 
range by the strain-concentration factor gives the local strain range at the root of the 
notch. Using this strain range in conjunction with figures 8 or 9 establishes the number 
of cycles to initiate the crack in the presence of the strain concentration. 
The results of such computations are shown in figures 10 and 11 for the two mate- 
rials evaluated. Only the computations making use of the Neuber prediction for  strain 
concentration factor are shown here; the computations based on the Stowell-Hardrath- 
Ohman analysis gave results that differed inappreciably. The dotted curves in figures 
10 and 11 represent the predictions for an elastic stress concentration factor of 2.0, and 
the dot-dash curves represent the predictions for an elastic stress concentration factor 
of 3 . 0  for both materials. The circles and squares show the experimental results. Good 
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agreement was obtained for both materials and for each of the notches evaluated. An ex- 
ample of the method of computation is given in appendix B. 
COMPUTATION OF CRACK PROPAGATION 
As already shown in figure 1 (p. 3), the crack propagation period for  a given strain 
range depends to a first approximation on the applied strain range only and not on the 
strain-concentration factor imposed; the crack propagates under a strain-concentration 
factor essentially unrelated to the strain concentration that caused it to form. This strain 
concentration depends largely on the crack itself and not on the geometric conditions 
existing prior to the development of the crack. Thus, the prediction for  the period of 
crack propagation is the same for both notch configurations investigated. These predic- 
tions are shown by the solid lines in figures 12 and 13. The experimental data agree well  
with the predictions for the 7075 T6 aluminum (fig. 12), and it will be seen that the mea- 
sured period of crack propagation is almost identical for each of the two notch configura- 
tions investigated. For the annealed 4340 steel (fig. 13) the agreement is good at crack 
propagation lives above approximately 1000 cycles. Below this value, however, the ex- 
perimental results are lower than the predictions. 
again, almost the same for each of the two notch configurations investigated. An example 
of the method used to compute ANC is also given in appendix B. 
One possible reason why the predictions of ANC are greater than those measured 
for the annealed 4340 steel in the low cyclic life region can be seen in figure 14, where a 
plot is shown of the strain softening characteristic of this material for  a strain range of 
0.022 on a smooth specimen. A s  in most strain cycling tests, i t  is necessary to change the 
The measured values of ANC are, 
d Measured 
m c0 c
m c .- 
E z 
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Ke = * Measured 13 K e = 3  pr ir 
Figure 12. -Crack propagation of notched 7075 T6 
aluminum. 
Figure 13. - Crack propagation of 
annealed AIS1 4340 steel. 
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Figure 14. - Variat ion of stress range w i th  cycles for annealed AIS1 
4340 steel. 46 = 0.022. 
stress range during the progressive 
cycling of the specimen in order to 
maintain constancy of strain range. 
The 4340 steel is a strain softening ma- 
terial in which the stress to maintain a 
constant strain range is progressively 
decreased as cycles are accumulated. 
For the smooth specimen, the esti- 
mated number of cycles required to 
cause a crack to initiate is shown in 
figure 14 at about 800 cycles for a life 
to failure of approximately 1050 cycles. 
During the crack initiation stage, nu- 
merous cycles are therefore imposed 
for which the applied stress range is relatively low. Once the crack is formed, it will  
grow under the influence of this lower stress range; however, when the nominal strain 
range of 0.022 is imposed in the presence of a notch, the number of cycles to crack initia- 
tion is considerably lower, and the bulk of the specimen has not yet softened to the same 
stress level that a smooth specimen reaches at its time of crack initiation. Because of 
the strain softening characteristic of the material, the number of cycles to propagate a 
crack at high stress range might well be expected to be less than that predicted on the as- 
sumption that the stress range remains constant for a given strain range (ref. 6). The 
analysis for 7075 T6 aluminum that does not strain soften but rather strain hardens mod- 
erately does not show this characteristic discrepancy (fig. 12). 
In making an analysis of the crack propagation period for the notched specimens that 
have already been investigated by studying smooth specimens of the same size, it is not 
necessary to consider the crack growth process in detail. 
initiation and the number of cycles for propagation can be computed from equations (1) 
from the measured number of cycles to failure for the smooth specimen. In more com- 
plicated cases, however, or when greater generality is sought, it is necessary to make a 
detailed examination of the equations governing crack growth and final fracture. Such 
analysis is beyond the scope of the present report. It is touched on, however, in refer- 
ence 12. 
The number of cycles to crack 
COMPUTATION OF TOTAL LIFE 
The total fatigue life of a notched specimen is the sum of the crack initiation and the 
crack propagation periods (fig. 1). Thus, by the addition of the proper curves of figures 
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Figure 15. - Axial fatigue of notched 7075 T6 a lum inum.  (Arrows o n  
data points indicate n o  fai lure.  1 .E 0 1  --- Ke = 3 1  'Predicted Measured 
(Ke = 2 and 3) and for each material. 
The results are shown in figures 15 
and 16 by the dotted and dot-dash curves, 
respectively along with the measured 
lives obtained from smooth specimens 
(Ke = 1). Again, the experimental re-  
sults agree favorably with the predic- 
tions except for the very low cyclic 
lives in the case of the annealed 4340 
steel, as already discussed. 
below lives of 10 cycles, both the ana- 
lytical predictions and the experimental 
observations indicate that notches of 
nominal stress - c onc entration factors 
of 3 do not have a much more detrimen- 
tal effect on the cyclic life than do those 
having nominal s t ress  concentration fac- 
tors of 2. The reason for this can be 
seen by examination of figures 10 
to 13. Even though the higher s t ress-  
concentration factors have a consider- 
able effect in reducing the crack initia- 
tion periods (this effect differing appre- 
ciably for the two notch configurations 
Of special interest is the fact that 
5 
Cycles to failure, Nf investigated), the crack initiation pe- 
riod for notched specimens is generally 
a relatively small part  of the total life. 
Figure 16. - Axial fatigue of annealed AIS1 4340 steel. (Arrows o n  
data points indicate n o  fai lure.)  
The crack propagation period is assumed to be independent of the stress-concentration 
factor of the notch and in most practical cases is the largest  portion of the total life. 
only to a minor extent does the sum of the two components reflect the differences intro- 
duced by the higher nominal s t r e s s  concentration. 
ing the nominal stress-concentration factor of a notch does not produce a correspondingly 
large decrease in fatigue life in the low cycle range. In fact, as the nominal s t ress -  
concentration factor is increased, a value is reached beyond which further decrease in 
total life is negligible. 
tered in conventional fatigue tests (ref. 16). 
is given in appendix B. 
Thus, 
This observation is in agreement with the general experimental finding that increas- 
In practice, fatigue notch factors greater than 7 a r e  not encoun- 
An example of the method used to calculate the total life of a notched fatigue specimen 
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DISCUSS ION 
The method discussed is, of course, only an approximation. The assumption that the 
fatigue process of a notched specimen (apart from the question of final fracture) can be 
divided into two distinct parts, the initiation period, which depends on the strain- 
concentration factor, and the propagation period, which is essentially independent of this 
factor, ignores the complex situation that truly exists during the transition period. A 
more detailed analysis would be desirable, but in view of the good agreement between 
analysis and experiment obtained through the simplifying assumptions, it may be ques- 
tioned whether the complexity of a detailed analysis would be warranted by potentially 
small increases in accuracy. 
The method illustrated is valid only for  the prediction of the fatigue life of specimens 
of 1/4-inch diameter containing notches when corresponding tests have been conducted on 
similar specimens devoid of notches. For more complex shapes that have not previously 
been analyzed in the absence of notches, a more detailed analysis would be required to 
determine the details of the crack growth process. For crack initiation, it may be as- 
sumed that this period is more or less independent of the configuration and depends 
largely on the local strain at the surface of the notch root. If no observations have been 
made directly to relate strain range with the number of cycles to produce crack initia- 
tion, use can be made of the relation between strain range and the number of cycles to 
produce failure in a 1/4-inch-diameter specimen, equations (i) being applied to deter- 
mine crack initiation. 
previously used by other investigators to predict the fatigue life of notched specimens. 
It is interesting to make a comparison between the method described herein and that 
Peterson (ref. 14), for example, also used 
F \ - K e =  1 - Smooth 
c a 
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Cycles to fracture, Nf 
Figure 17. - Comparison of methods for prediding cyclic 
life of notched specimens for 7075 T6 aluminum. 
the concept of plastic strain concentration 
determined by the Stowell-Hardrath-Ohman 
approximation to obtain the strain range at 
the root of a notch. The strain range at the 
root of the notch was  used in conjunction with 
the curve of strain range against life of the 
smooth specimen to predict life of the notched 
part. In essence, therefore, the strain con- 
centration of the notch was  applied to the en- 
tire life of the specimen, propagation as well 
as initiation. Applying the strain concentra- 
tion to the propagation period obviously has 
the effect of producing more conservative 
calculations of life compared with the method 
discussed in this report. Figure 17 shows a 
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comparison between calculations for 7075 T6 aluminum for  elastic stress concentration 
factors of 3 and 5. The method of Peterson predicts large progressive decreases in life 
as the nominal stress-concentration factor is increased. The method described in this 
report does not. As already shown in figures 15 and 16, changing from a s t ress  concen- 
tration of 2 to 3 did not significantly reduce the life. Preliminary tests with a very 
sharp notch having a nominal stress-concentration factor of approximately 4 also showed 
a relatively small reduction in life, as would be expected by noting figure 17. The ap- 
proach used by Peterson would have predicted a much larger decrease than that observed. 
Crews and Hardrath (ref. 15) have made the same assumption as Peterson regarding 
the use of the strain-concentration factor although they did recognize the fact that they 
were not representing the crack growth portion of the life adequately. In their study, they 
actually measured the stress and strain at the root of a notch and predicted notched speci- 
men life from experiments in which s t ress  across the unnotched specimen was equal to 
that measured at the root of the notch. Their predictions of life were generally lower than 
those observed experimentally (ref. 15). Again, the reason for this conservative result 
is probably that no separation was  made between the initiation and the crack propagation 
phases. The strain-concentration factors were essentially applied to both phases. Both 
types of calculations, one giving full weight to the strain concentration at the root of the 
notch and the other entirely ignoring its effect during the propagation stage, represent 
extremes of approximation. It would appear, based on the results of this investigation, 
that the approximation involved in ignoring the effects of the notch during the propagation 
phase is the better compromise. It should be emphasized, however, that all of the pre- 
ceding discussion relates only to materials that have sufficient ductility and a r e  notch 
insensitive enough to exhibit reasonable crack growth stages. 
CO NC LU DING REMARKS 
An approximate analysis has been developed whereby the number of cycles required 
to start an engineering size crack and the number of cycles required to propagate this 
crack to failure could be estimated for a notched specimen from a knowledge of the fa- 
tigue behavior of unnotched specimens. Reasonably good agreement with experimental 
results were  obtained for the two materials and the two notch configurations tested. In 
the form presented, the method is presently limited to estimates of the fatigue life of 
notched specimens strain cycled above the fatigue limit of smooth specimens and to ma- 
terials exhibiting a reasonable crack growth stage. Further evaluation with more mate- 
17 
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rials and a wider range of notch geometries is desirable. The effects of cyclic strain 
hardening or softening on the crack propagation stage also require further evaluation. 
Lewis Research Center, 
National Aeronautics and Space Administration, 




EQUATIONS USED IN DESCRIBING CRACK 
AND CRACK PROPAGATION 
IN IT I AT IO N 
The crack growth relation used in the analysis of this investigation is shown in fig- 
ure  18 and described at greater length in reference 12. Briefly, the justification for the 
use of this relation is based on the following four independent assumptions: 
(1) The crack growth rate is proportional to  the crack depth. 
(2) The maximum crack depth is a constant for  all ductile materials. 
(3) The remaining cyclic life in a notched specimen, once a small crack has started 
at the root of the notch, is a known, experimentally determined, function of the total life 
of the specimens. 
(4) The full crack growth period is also a known function of the total life of the speci- 
men. 
The reasons for  these assumptions and the justification for  their use in deriving the crack 
growth relation of this analysis a r e  as follows: 
(1) The general form of the crack propagation law, which appears to represent the 
available limited data for the specimens, type, and conditions of tests performed in this 





0 . 2  . 4  .6 .8 1.0 
Fraction of total crack propagation, MJ/MJA 
Figure 18. - Hypothesized crack growth relation. 
range ana N is the number of cycles at crack length 
2. Other forms of crack growth equation have been 
formulated in which dZ/dN is proportional to Z y  
where y may be as high as high as 2 but that these 
equations were arrived at and a r e  applicable to crack 
growth conditions where the nominal s t resses  a r e  
well below the fatigue limit for smooth specimens. 
The data and analysis of this investigation are limited 
to loading conditions above the fatigue limit where 
very limited data seem to indicate that the crack 
growth rate is proportional to 2 directly (ref. 11). 
This assumption regarding the form of the propaga- 
tion law results in a straight line relation between 
the log of the crack depth and the fraction of the 
crack propagation period used up. The procedure 
presented is, however, not limited to the value of y 
of unity and corresponding equations could be formu- 
lated using other values of y .  
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(2) The depth of the fatigue crack, when tensile failure occurs at the end of the fatigue 
tests, is a constant and is taken a s  0. 18 inch for the materials used in this investigation. 
This assumption forces the straight line resulting from assumption (1) to pass through 
point D of figure 18. A s  pointed out in reference 12, the exact value of the crack depth 
assumed at failure has little effect on the life prediction as long as this value is an ap- 
preciable percentage of the specimen diameter, which is t rue for the ductile materials 
investigated. 
once the crack is large, and therefore, any reasonable assumption regarding this value 
of total crack depth will result in approximately the same prediction of life. 
(3) The number of cycles remaining in a specimen with a 0.010-inch-deep machined 
notch once a crack of 0.003-inch depth has been generated at the root of the notch can be 
given by ANC = 4Nfo' 6, as verified experimentally and presented in figure 10 of refer- 
ence 12. This remaining life is further assumed to be equal to the remaining life of an 
initially smooth specimen with a fatigue crack depth of 0.013 inch. Assumptions (l), (2), 
and (3) lead directly to ANB = 6 . 2  N:. 
cles in an initially smooth specimen with a fatigue crack of 0.003-inch depth. This rela- 
tion is easily arrived at from the similar triangles in figure 18 resulting in the following: 
This insensitivity is due to the fact that the crack growth rate is very large 
as the equation of the remaining number of cy- 
0. 6 = 4". 6 lOg(0. 18) - lOg(o.003) __
lOg(0. 18) - lOg(O.013) 
6.2 Nf 
These equations alone do not define points B and C of figure 18; the total crack propaga- 
tion period must also be established. 
dix B of reference 12, and is represented by ANA in figure 18. This assumption results 
(4) The full crack growth period is assumed to be 14N:. 6, as discussed in appen- 
directly in point B being located at an abscissa value equal to = 0.577, point C 
4 being at (1 - =) = 0.714, and a crack depth associated with 1. 8X10-5 inch. 
\ 14/ 
A s  was noted in reference 12, 14N;" becomes greater than Nf for all values of Nf 
less  than approximately 730 cycles-. Since the full crack growth period can never be- 
greater than the total life, it will be assumed that for all lives greater than 730 cycles, 
the full crack propagation period ANA will be equal to 14N:. 6; for  all lives less  than 
730 cycles, a crack of depth 1. 8X10-5 inch is assumed to appear on the first loading cy- 
cle, and therefore, ANA = Nf. 
With assumptions (1) to (4), along with figure 18, the equations necessary to calcu- 
late the total crack propagation period ANA, the number of cycles to initiate cracks of 
1.8X10-5 inch N 
from 0.013 inch to failure ANC can be obtained. These equations are listed in table I. 
The equations for N 
and 0.003 inch No, B, and the number of cycles to propagate a crack 
07 A 
and ANC are plotted as solid lines in figure 19. 
07 B 
The coefficient 14 used in the equation defining ANA was obtained from the analysis 
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TABLE I. - SUMMARY O F  CRACK INITIATION AND 
CRACK PROPAGATION EQUATIONS 
Predicted number of cycles Cycles to  failure, Nf Single relation for  all 
values of Nf 
> 730 < 730 
14 N:. Total crack propagation 
period, ANA 
Nf 
Nf - 14N:*6 
N. 
Cycles to  initiate 
1. 8X10-5-in. cracks, N 
0, A 





Nf - 6.2 NfOe6 Cycles to  initiate 
0.003-in. cracks, N 0, B 
Vf - 
4 
14 - Nf 4 
14 - Nf 
Cycles to propagate c rack  
from 0.013 in. to  
failure, ANC 
0- % l*r 
z 
Cycles to failure, Nf 
Figure 19. - Crack initiation and propagation as functions of cycles 
to failure. 
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of very limited cumulative fatigue data. Other extreme values for this coefficient were 
tried and found to have very little effect (at most a factor of 2) on life predictions below 
a few hundred cycles. The extreme numbers examined were 8 and 27. A coefficient of 8 
would imply that, for lives below 180 cycles, a crack of 0.001-inch depth would be ini- 
tiated on the first loading cycle, but such cracks were not detected experimentally; the 
assumption of the coefficient 27 would imply that a crack 1 angstrom deep (interatomic 
dimension) initiates on the first cycle for  all lives below 4000 cycles. The number 14 is 
a compromise between these extremes but of course requires additional experimental 
verification. The use of the numbers 4, 6.2,  14, etc. a r e  not to be considered arbitrary 
but do depend upon the form of the equations used to represent the data in figure 10 of 
reference 12, and are intended to be mutually consistant. 
would have given a different set of constants but approximately the same predictions of 
life. 
rate ones for lives above and below 730 cycles a r e  desirable. These separate equations 
can be closely approximated by a single equation in the following manner. Let F1 rep- 
resent the crack propagation relation in the high life range and F2 the crack propagation 
relation in the low life range; then the single relation F that approximates F1 and Fa 
over the entire life range can be expressed as follows: 
Another form of the equation 
Single equations representing crack initiation and crack propagation rather than sepa- 
where n is some positive number. The greater the value of n, the closer F ap- 
proaches F1 and F2 over the entire life range. 
bitrarily chosen. Equation (9) can be rewritten as 
For this investigation, n = 5 was  ar- 
F =  
[+(3T5 
If the two equations used to represent ANC a r e  4NfOe6 for Nf greater than 730 cycles 
and 4/14 Nf for Nf less  than 730 cycles, then the one single equation for ANC that 
can be used to replace these two equations is obtained from equation (10) as 
22 









In a similar manner, the equation for ANB can be derived. Since No, = Nf - ANB, 
0.443 N, 
NO, B = Nf - 
I 
Equations (12) and (13) are the dashed curves plotted in figure 19, where it can be seen 
how well  these single relations represent the sets of equations from which they were  
derived. 
in this report to predict crack initiation, crack propagation, and failure for notched 
specimens. 
Equations (12) and (13), which a r e  also listed in table I, were  used exclusively 
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APPENDIX 6 
SAMPLE CALCULATIONS 
The following calculations are for an annealed 4340 steel notched fatigue specimen 
with an elastic stress-concentration factor of 2 subjected to  an axial strain range of 0.008. 
For this material and notch configuration, the fatigue notch factor has been measured and 
was found to be equal to the elastic stress-concentration factor, namely 2. The following 
calculations are made by using this value of Kf. 
Determination of Strain-Concentration Factor K, at Notch Root 
For nominal applied strain range Acl of 0.008, the nominal stress range is found 
from the cyclic stress-strain curve of figure 6(b) (p. 10) to be 123 ksi. It should be noted 
that, for  this example, the nominal values are slightly into the plastic region of the cyclic 
stress-strain curve. The cyclic stress-strain curve is now normalized for  these nominal 
values by choosing a number of points on this curve and dividing the stress ranges at 
these points by 123 ksi and the strain ranges by 0.008. This normalized cyclic stress- 
strain curve is the dot-dash curve plotted in figure 5 (p. 9). 
The strain concentration factors K, determined from the methods of both Neuber 
and Stowell-Hardrath-Ohman are now read off the curves in figure 5 at the intersection of 
the Kf lines and the normalized cyclic stress-strain curve. The Neuber method results 
in a K, of 3.0, while the Stowell-Hardrath-Ohman method gives a K, of 3. 5. These 
values are plotted in figure 7(b) (p. 11) for  the nominal strain range of 0.008. 
Determination of Number of Cycles to Init iate Crack No, 
The strain range at the root of the notch is equal to the nominal strain range multi- 
plied by the strain-concentration factor. For this example the value of K, determined 
from the method of Neuber will be used; therefore, Ac2 = 0.008 X 3.0 = 0.024. The 
number of cycles to initiate a crack in this notched specimen is assumed to be the same 
number of cycles required to initiate a crack in an unnotched specimen subjected to a 
strain range equal to 0.024. The value of N is therefore read off figure 9 (p. 12) 
for  the strain range 0.024 and is equal to 460 cycles. This value is plotted in figure 11 
(p. 12) at the nominal strain range 0.008. 
0, B 
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Determination of Number of Cycles to Propagate Crack to Failure ANc 
The nominal strain range for the notched specimen is the same as the nominal strain 
range for the unnotched specimen and, since the notch is assumed to have no influence on 
the propagation stage, ANC for  the notched specimen is equal to ANC for the un- 
notched specimen. This value is read off the dot-dash curve in figure 9 for the nominal 
strain range 0.008 and is equal to 1400 cycles. This value is again plotted in figure 13 at 
the nominal strain range. 
Determination of Total Life Nf 
The total life of the specimen used in this example is the sum of the number of cycles 
predicted to initiate the crack and the number of cycles predicted to propagate this crack 
to failure. For this case then, Nf = 460 + 1400 = 1860 cycles and is plotted in figure 16, 
once again at the nominal strain range. 
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